






ri-scope® L1

ri-scope® L2

ri-scope® L3

The SpecEjec® device enables touch-
less ejection of used ear specula for 
hygienic and simplified handling.

At Riester, we have made further improvements to our otoscopes: The newest generation ri-scope®L
otoscopes  combines excellent optical properties and unparalleled 
performance with the reliability and efficiency of LED/lithium-ion technology.

The inexpensive basic model with reduced-reflection, direct illumination 
(without specula ejection device)

• Direct illumination with 2.5-V halogen, or 3.5-V xenon lamp

• Bi-directional swivelling optical glass with 3-fold magnification,  
   optional available with operation lens with 4-fold magnification

• Metal fitting for ri-mini®/pen-scope® specula, compatible
with specula by other well-known manufacturers

• Suitable for pneumatic tests (supplied without ball)

• Available with optional C or AA handles (runs on commercial  
alkaline or NiMH batteries)

The inexpensive F.O. model with 2.5-V halogen, 3,5V xenon or 
3.5-V LED lights (without specula ejection device)

• Fiberoptics for optimal beaming and transmission of the light

• Bi-directional swivelling, sealing optical glass with 3-fold magnification

• Optional operation lens with 4-fold magnification available

• Metal fitting for ri-mini/pen-scope® specula, compatible 
with specula by other well-known manufacturers

• Suitable for pneumatic tests (supplied without ball)

• Available with optional C or AA handles (runs on commercial
alkaline or Li batteries or Li-ion batteries)

The unparalleled F.O. version with 2.5-V halogen, XL 3,5 xenon or 
3.5-V LED illumination, Specula ejection device and operation magnifying lens

• Fiberoptics for optimal beaming and transmission of the light 

• Bi-directional swivelling optical glass with 3-fold magnification

• Operation lens with 4-fold magnification and  ease the 

   insertion of instruments 

• Easy-to-operate  specula ejection device 

• Fitting for ri-scope®  specula and enlarged conduit

   for instruments

• Suitable for pneumatic tests (supplied without ball)

• Available with optional C or AA handles (runs on commercial  
alkaline or Li batteries or Li-ion batteries)

ri-scope® Operation otoscope

• HL 2.5-V halogen lamp, XL 3.5-V
   xenon lamp.

• Swivelling lens with 2.5-fold magnification.

• Movable speculum holder can be fixed
in any position.

• Open design for unhindered use during
examination and operation.

• Bayonet fitting for quick and secure attachment
to the handle.

• OP otoscope made of metal and speculum 
holder made of impact-resistant plastic 
for long service life.

• Bulbs can be quickly replaced on the front 
of the otoscope.

without anti-theft device
Nr. 10560         HL 2,5 V
Nr. 10561         XL 3,5 V
with anti-theft device
Nr. 10561-301  XL 3,5 V

ri-scope® L Otoscopes

Operation otoscope

without anti-theft device
Nr. 10562        HL 2,5 V
Nr. 10563        XL 3,5 V
with anti-theft device
Nr. 10563-301 XL 3,5 V

without anti-theft device
Nr. 10564        HL   2,5 V
Nr. 10580        XL   3,5 V
Nr. 10565        LED 3,5 V
with anti-theft device
Nr. 10580-301 XL   3,5 V
Nr. 10565-301 LED 3,5 V

without anti-theft device
Nr. 10566        HL   2,5 V
Nr. 10581        XL   3,5 V
Nr. 10567 LED 3,5 V
with anti-theft device
Nr. 10581-301  XL   3,5 V
Nr. 10567-301  LED 3,5 V



Reusable ear specula • Selection of different sizes:

   2 mm, 2,5 mm, 3 mm, 4 mm und 5 mm.

• Made of black plastic.

• Each speculum is labelled by size

• Sterilization at 134° C for 10 minutes in
   steam sterilizer or disinfection by conven-   
   tional means possible.

• Delivered in a poly bag.

2 mm, L1/L2 2,5 mm, L1/L2
Nr. 10775 10 pcs. Nr. 10779 10 pcs.

3 mm, L1/L2 4 mm, L1/L2
Nr. 10783 10 pcs. Nr. 10789 10 pcs.

5 mm, L1/L2
Nr. 10795 10 pcs.

Disposable specula • For single use.

• An especially hygienic option for 
   the prevention of cross-contamination

• Made of blue plastic.

• Delivered in a poly bag.

2 mm, L1/L2 2,5 mm, L1/L2
Nr. 10772-532 100 pcs. Nr. 10772-531 100 pcs.
Nr. 10773-532 500 pcs. Nr. 10773-531 500 pcs.
Nr. 10774-532 1000 pcs. Nr. 10774-531 1000 pcs.

3 mm, L1/L2 4 mm, L1/L2
Nr. 10772-533 100 pcs. Nr. 10772-534 100 pcs.
Nr. 10773-533 500 pcs. Nr. 10773-534 500 pcs.
Nr. 10774-533 1000 pcs. Nr. 10774-534 1000 pcs.

5 mm, L1/L2
Nr. 10772-535 100 pcs.
Nr. 10773-535 500 pcs.
Nr. 10774-535 1000 pcs.

Reusable specula • Specially developed for use with the
 option, absolutely reliable  

   handling.

• The 9-mm speculum is suitable for use 
   as a nasal speculum.

• Selection of different sizes:
   2 mm, 3 mm, 4 mm, 5 mm und 9 mm.

• Delivered in a poly bag.

• Each speculum is labelled by size.

• For repeat use.

• Sterilization at 134° C for 10 minutes in 
   steam sterilizer or disinfection by 
   conventional means possible.

• Made of black plastic.

Ear specula, 2 mm, L3 3 mm, L3
Nr. 10800-532 10 pcs. Nr. 10800-533 10 pcs.

4 mm, L3 5 mm, L3
Nr. 10800-534 10 pcs. Nr. 10800-535 10 pcs.

Nasal specula, 9 mm, L3
Nr. 10800-539 10 pcs.

Disposable specula • For single use.

• An especially hygienic option for the 
   prevention of cross-contamination

• Made of blue plastic.

• Delivered in a poly bag. 

2 mm, L3 3 mm, L3
Nr. 10801-532 100 pcs. Nr. 10801-533 100 pcs.
Nr. 10802-532 500 pcs. Nr. 10802-533 500 pcs.
Nr. 10803-532 1000 pcs. Nr. 10803-533 1000 pcs.

4 mm, L3 5 mm, L3
Nr. 10801-534 100 pcs. Nr. 10801-535 100 pcs.
Nr. 10802-534 500 pcs. Nr. 10802-535 500 pcs.
Nr. 10803-534 1000 pcs. Nr. 10803-535 1000 pcs.

9 mm, L3
Nr. 10801-539 100 pcs.
Nr. 10802-539 500 pcs.
Nr. 10803-539 1000 pcs.



LED + Li-Ion

Reusable specula • Stable and durable plastic specula with
   metal attachment for repeat use.

• Can be sterilized at 134° C for 10 
   minutes in steam sterilizer.

• Selection of different sizes:
   2 mm, 3 mm, 4 mm, 5 mm und 9 mm.

• The 9-mm speculum is suitable for use 
   as a nasal speculum.

• Each speculum is labelled by size.

• Delivered in a poly bag.

Ear specula, 2 mm 3 mm
Nr. 10460 1 pc. Nr. 10461 1 pc.

4 mm 5 mm
Nr. 10462 1 pc. Nr. 10463 1 pc.

Nasal specula, 9 mm
Nr. 10464 1 pc.

Operation lens
for ri-scope® L otoscope

• Optical glass and small in diameter for 
   insertion of instruments

• 4-fold magnification.

• With pin connector.

Nr. 11449

Ball for the pneumatic test
for all Riester otoscopes

Nr. 10960

ri-scope® F.O. tongue blade holder
• With 3.5V LED, XL 3,5V xenon- or HL 2.5V 

halogen lamp.

• High-quality fiberoptic lightwave conductor for
   optimal beaming and transmission of the light.
   In combination with the lamp this provides cool 
   examination light similar to daylight.

• Slide attachment for fixing and detaching wooden 
   tongue depressors for a firm hold.

• Bayonet fitting for quick and secure attachment 
   to the handle.

• Sturdy, very light casing made of ABS plastic for 
   a long service life.

• Bulbs can be quickly replaced at the base of the 
   instrument head.

 without anti-theft device
Nr. 10534 HL   2,5 V 
Nr. 10535 XL   3,5 V
Nr. 10574 LED 3,5 V

 with anti-theft device
Nr. 10535-301 XL    3,5 V 
Nr. 10574-301 LED 3,5 V

Accessories

For the diagnosis of disorders 
of the middle ear.

The ear drum can be examined 
optimally by producing pressure. 
No connector included because 

side-release buckle is integrated 
into otoscope.



Nasal speculum

Light conductor

LED + Li-Ion

Accessories

LED + Li-Ion

Wooden tongue depressors 
• 100 disposable wooden tongue depressors in  
   practical dispenser.

• Smooth and splinter-free depressors with 
   rounded edges, made of high-quality, 
   light birch wood.

• Depressor dimensions: 150 x 18 x 1.7 mm.

• Non-sterile, heated to 70° C.

Nr. 12530 Minimum order: 
100 packages

(10.000 depressors)

ri-scope® F.O. nasal speculum
• With 3.5-V LED, XL 3,5-V xenon- or HL 2.5-V 

halogen lamp.

• High-quality fiberoptic lightwave conductor for
optimal beaming and transmission of the light.
In combination with the lamp this provides cool
examination light similar to daylight.

• Swivelling and removable lens with 2.5-fold   
magnification.

• Slow and controlled expansion of the speculum 
by turning on the screw adjuster, fast expansion 
by pressing down on the screw adjuster.

• Bayonet fitting for quick and secure
attachment to the handle.

• Impact resistant casing made of glass-fiber
reinforced plastic.

• Bulbs can be quickly replaced at the base
of the instrument head.

 without anti-theft device
Nr. 10536 HL   2,5 V
Nr. 10537 XL    3,5 V
Nr. 10575 LED 3,5 V

 with anti-theft device
Nr. 10537-301 XL    3,5 V 
Nr. 10575-301 LED 3,5 V

ri-scope® F.O. light conductor
• With 3.5-V LED or HL 2.5-V halogen lamp.

• High-quality fiberoptic lightwave conductor for
optimal beaming and transmission of the light.
Best illumination of throat and laryngeal areas.

• Bayonet fitting for quick and secure
attachment to the handle.

• Chrome-plated metal, durable and sturdy.

• Bulbs can be quickly replaced at the base 
of the instrument head.

 without anti-theft device
Nr. 10538 HL   2,5 V
Nr. 10539 XL    3,5 V
Nr. 10576 LED 3,5 V
with anti-theft device
Nr. 10539-301 XL    3,5 V 
Nr. 10576-301 LED 3,5 V

Laryngeal mirrors
for ri-scope®  F.O. light conductor

• Two laryngeal mirrors No. 3 (Ø 20 mm) and
No. 4 (Ø 22 mm) for illumination and mirroring
of laryngeal area.

• Easily attached to the light conductor.

Nr. 10447 1 pair



All ri-scope® L ophthalmoscopes with modular design impress with their high-performance optics 
with aspherical condenser lens with reduced-reflection view even with small pupils and through improved 
ergonomics. The new ri-scope® L ophthalmoscopes have a thumbrest for securing the ophthalmoscope, 
which enables easy control of all the elements with one finger.

The inexpensive basic model with all the important basic functions

• Diopter wheel with 29 corrective lenses  
Plus 1-10, 12, 15, 20, 40
Minus 1-10, 15, 20, 25, 30, 35

• Easy-to-operate aperture hand-wheel with semi-circle, small/medium/large circle 
   fixation star, slit and red-free filter with contrast-enhancing effect

• Optimized high-performance optics with aspherical condenser lens

• Parallel beam path

• Dust-proof

The enhanced basic model with separately engageable red-free, blue 
and polarization filters for each aperture. 

• Diopter wheel with 29 corrective lenses  
Plus 1-10, 12, 15, 20, 40
Minus 1-10, 15, 20, 25, 30, 35

• Easy-to-operate aperture hand-wheel with semi-circle, small/medium/large circle, 
fixation star, and slit 

• Includes filter wheel engageable for all apertures with symbol display, red-free filter, blue
filter and polarization filter

• Optimized high-performance optics with aspherical condenser lens

• Parallel beam path

• Dust-proof

The maximized model with additional focussing device and 89 single-step diopter values.

• Corrective lenses for 89 diopter values  
Plus 1-45 in single steps
Minus 1-44 in single steps

• Easy-to-operate aperture hand-wheel with semi-circle, small/medium/large circle, 
fixation star, slit and grid

• Includes filter wheel engageable for all apertures with symbol display, red-free filter,  
blue filter and polarization filter

• Focussing device with zero retention force for the quick correction of ametropias.

• Dust-proof

Blickrichtung Arzt

Gehäuse mit Linsenrad

Patientenauge

Netzhaut

Reflexes from the cornea and iris are avoided 
by separating the observational and illuminating 
light beams (Gullstrand’s principle). The illumi-
nated retinal area is completely visible – even 
in cases of contracted pupils - creating optimal 
conditions for ophthalmological examinations.

D+ 1 2 3 4 5 6 7 8 9 10 12 15 20 40

D- 1 2 3 4 5 6 7 8 9 10 15 20 25 30 35

Corrective lenses from +40 through –35 
diopters guarantee a sharp picture, even in
cases of especially severe refraction 

Apertures L1

Apertures L2

Filters

Filters

  Red-free filter ı Gap ı Fixation star ı Large circle ı       
  Medium circle ı Small circle ı Semi circle

  Gap ı Fixation star ı Large circle ı       
  Medium circle ı Small circle ı Semi circle

Apertures L3

Grid ı Gap ı Fixation star ı Large circle ı       
Medium circle ı Small circle ı Semi circle

Red-free filter ı Blue filter 
Polarization filter

Red-free filter ı Blue filter 
Polarization filter

without anti-theft device
Nr. 10569         XL 3,5 V
with anti-theft device
Nr. 10569-301  XL 3,5 V

without anti-theft device
Nr. 10570        HL 2,5 V
Nr. 10571         XL 3,5 V
with anti-theft device
Nr. 10571-301 XL 3,5 V

without anti-theft device
Nr. 10572 HL 2,5 V
Nr. 10573 XL 3,5 V
with anti-theft device
Nr. 10573 XL 3,5 V

ri-scope® L1

ri-scope® L2

ri-scope® L3

ri-scope® L ophthalmoscopes

Corrective lenses L1/L2 



*All lamps are shown in the original size

Lamps

Riester LED, XL xenon and HL halogen lamps shine more light on the diagnosis. 
They always ensure optimal illumination of the area under examination.
The latest technology provides illumination that is similar to daylight.

HL 2,5 V Halogenlampe

Für ri-scope® Otoskop L1

Nr. 10590

HL 2.5-V halogen lamp
For ri-scope® F.O. otoscope L2/L3,  
Light conductor, nasal speculum and tongue
blade holder. Pack contains 6 units

Nr. 10600

HL 2.5-V halogen lamp
For ri-scope® operation otoscope
Pack contains 6 units

Nr. 10602

HL 2.5-V halogen lamp
For ri-scope® ophthalmoscope and ri-derma®

Pack contains 6 units

Nr. 10605

HL 2.5-V halogen lamp
For ri-scope® retinoscope slit lamp
Pack contains 6 units

Nr. 10615

HL 2.5-V halogen lamp
For ri-scope® retinoscope spot-light
Pack contains 6 units

Nr. 10620

LED 3,5 V 
For ri-scope® F.O. otoscope L2/L3, ri-derma®,
Light conductor, nasal speculum and tongue
blade holder. Pack contains 6 units

Nr. 10599

XL 3.5-V xenon lamp
For ri-scope® Otoscope L1

Nr. 10592

XL 3.5-V xenon lamp
For ri-scope® Otoscope L2, L3

Nr. 10607

XL 3.5-V xenon lamp
For ri-scope® ophthalmoscope, ri-derma®

Pack contains 6 units

Nr. 10608

XL 3.5-V xenon lampe
For ri-scope® operation otoscope
Pack contains 6 units

Nr. 10609

XL 3.5-V xenon lampe
For ri-scope® retinoscope slit lamp
Pack contains 6 units

Nr. 10610

XL 3.5-V xenon lamp
For ri-scope® retinoscope spot-light
Pack contains 6 units

Nr. 10611

XL 3.5V xenon lamps/ 3.5V LED

HL 2.5V halogen lamp



The Riester ri-scope® line includes a large selection of high-quality and long-lasting 
power sources, from handy and stable handles to the innovative charging device and 
to the practical diagnostic station. The 230-V or 120-V instruments shown here are
standard versions. If you require other voltages or specialized plugs for your country, 
we request that you make this information available to us when inquiring or ordering.

Handy Riester handles with continuously adjustable 
rheotronic® for regulating light intensity are the basis for 
a safe examination. The well-conceived ergonomically 
plug and battery handles guarantee comfortable 
handling.

• Solid metal handles, black chrome-plated.

• Practical bayonet fitting for quickly switching
   instrument heads.

• Batteries are easy to replace at the base
of the handle.

• For 3.5-V and 2.5-V ri-scope® and ri-derma® instrument heads.

Battery handles Type C
without batteries

• Handle diameter: 28 mm.

• Easy to charge in the ri-charger®

charging base.

• With rheotronic®.

rheotronic® for alkaline battery, 
Li-ion battery and NiMH battery
Nr. 10670

rheotronic® for Li batteries
Nr. 10630

Alkaline battery Type C (2 pieces) Nr. 10686 2,5 V

Li battery (2 pieces) Nr. 11287 3,5 V

NiMH Battery ri-accu® Nr. 10681 2,5 V

Li-ion battery ri-accu® L Nr. 10691 3,5 V

Plug handles
For ri-accu®  and ri-accu® L rechargeable battery

• Handle diameter: 28 mm.

• Easy to charge by plugging it in.

• With rheotronic®.

with rheotronic®

Nr. 10638                3,5+2,5 V/230 V
Nr. 10639                3,5+2,5 V/230 V

Li-ion  battery ri-accu® L Nr. 10692 3,5 V

Power sources

rheotronic®

• Patented technology for LEDs and bulbs.
• Activation by briefly tapping the rotating button to +, 

immediate 100 % light output
• Continuously variable adjustment by briefly 

tapping to + or -
• Deactivation by longer tapping to -
• Diode signals whether handle is on or off
• Automatic safety shutdown after 120s

NEW: with
rheotronic®

Handles



Combi-handles
with rechargeable NiMH Battery ri-accu® for plug-
in handle casing

• plug-in handle casing for one rechargeable
NiMH battery ri-accu® (No. 10683, 2.5 V),
alternative handle casing for a rechargeable   

   NiMH battery ri-accu® (No. 10681, 2.5 V) or for
   two Type C batteries.

• By simply switching the plug-in casing with the       
   alternative handle casing the plug-in handle    
   converts to a battery handle – quickly and

cost-effectively. There is no need to place an
adapter in between!

• Handle diameter: 28 mm.

• Easy to recharge in ri-charger® charging base
or by plugging it into the socket.

• The combi-handle can not be combined 
with parts for Type C battery handles or plug-in    

   handles.

with rheotronic®

Nr. 10666 2,5 V/230 V
Nr. 10667 2,5 V/120 V

NiMH Battery ri-accu® for plug handles Nr. 10683 2,5 V

NiMH Battery ri-accu® for battery handles Type C Nr. 10681 2,5 V

Alkaline Battery Type C (2 pcs.) Nr. 10686 2,5 V

Battery handle Type AA
With rheotronic® without batteries

for Alkaline batteries Type AA 
and Li-ion batteries
Nr. 10642

for Li batteries
Nr. 10643

Alkaline batteries Type AA (each handle requires 2)   Nr. 10685 2,5 V

Li battery (2 pcs.) Nr. 11287 3,5 V

Li-ion battery ri-accu® L Nr. 10690 3,5 V

ri-charger® is the perfect charging base for all rechargeable battery handles, Type C/AA.  

• Table or wall model.

• Practical storage container for two replacement 
lamps and ear specula.

• Charging status displayed on the device:
Yellow: charging in progress.
Green: charging completed.

ri-charger®

complete, with wall holder
• For all 2.5-V and 3.5-V rechargeable handles

with NiMH- or NiCd rechargeable batteries, 
   120 V + 230 V

ri-charger® L
complete, with wall holder
• For all rechargeable handles with Li-ion batteries,

120 V + 230 V

Nr. 10700 230 V
Nr. 10701 120 V

Nr. 10705 230 V
Nr. 10706 120 V

The Combi-handle combines three 
functions! It is always ready for use –
even when electricity is not permanently 
available from the socket! 

Thanks to the
screw thread the 
Combi-handle can 
be converted quite 
simply from a plug-
in into a battery 
handle. There is no 
need to place an 
adapter in between!

Charging bases




